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KIOCL LIMITED

(A Government of India Enterprise)

AN ISO 9001: ISO 14001: OHSAS 18001: COMPANY

BLAST FURNACE UNIT



PANAMBUR, MANGALORE – 575 010



Telephone: 2403457, Fax: 0824-2409366



Mobile  9449861669



website – www.kioclltd.com



E-mail : bfucontracts@kudreore.com
No : BFU/CON/C/01/07                         

   

Date : 02.07.2010.

SHORT TENDER NOTICE  

Sealed tenders are invited from the experienced Contractors who have carried out similar type of work and also for the below mentioned work at BFU, KIOCL Limited, Panambur, Mangalore-575010 Dakshina Kannada District, Karnataka State.  Tenders will be received upto 3:00 PM on the date indicated below and opened in the presence of the tenderers who wish to be present on the same day in the office of the undersigned.  .

 Tender papers can be had from the office of the undersigned on all working days during the office hours till 3.00 PM on 12.07.2010. on  payment of Rs. 50.00 per set (inclusive of Sales Tax) in the form of Demand Draft drawn in favour of BFU, KIOCL, Panambur, Mangalore. The tender documents also downloaded from our above Website should be accompanied by Demand Draft for Rs. 50.00 (including Sales Tax) towards documents fee drawn in favour of BFU, KIOCL Panambur, Mangalore-10 while submitting the tender.

Note: SSI Units registered with NSIC under single point Registration Scheme giving documentary evidences will be exempted from EMD for participating in the tender.

	Name of the work
	*EMD

(Rs.)
	Duration of contract
	Last date for submission of tenders

	Civil Maintenance works.


	*16700.00
	12 Month 
	13.07.2010


(* Rs .15700.00.00 for registered contractors with the company)

  Deputy General Manager (Contracts)

Distribution to:

1. Asst. Manager (Admn),PPU, KIOCL Limited, Panambur, Mangalore

2. Dy. Manager , L&E Dept. KIOCL Limited, Kavoor, Mangalore

3. Dy. Manager (MM), C&C (T&C), KIOCL Ltd, Kudremukh 

4. The Chief Engineer, Dept of Civil Engg. NMPT, Panambur,


Mangalore.

5. Office of the Superintending Engineer, PWD, 


Mangalore Circle, Hampanakatta, Mangalore

6. Office of the Mangalore Mahanagara Palike, Lalbagh, Mangalore

KIOCL LIMITED


( A Government of India Enterprise)


AN ISO 9001:, ISO 14001:, OHSAS 18001: COMPANY

BLAST FURNACE UNIT

PANAMBUR, MANGALORE - 10.

No: BFU/CON/C/01/07     
                      


  Date: 02.07.2010

To, 

Dear Sir,
Sub:  Civil Maintenance works.
1.  Please find enclosed herewith the following tender documents for the above mentioned   work.

a. Instructions to tenderers and terms and conditions (Annexure – I).

b. Pre priced Schedule (Annexure – A & B )and  Schedule of quantities (Annexure C) 
c. Technical specification and amplification of schedule and Special conditions.
2. Tender shall be prepared and submitted in sealed envelop.  Sealed envelop “Super- scribed” as Tender for “Civil Maintenance works”. and addressed to DGM (Contracts), BF Unit KIOCL Limited, Panambur, Mangalore-10, should be dropped in the tender box which is kept in the first floor of the Administration Building, BF Unit, KIOCL Limited, Mangalore upto 3.00 PM on 13.07.2010.
3. Tenders sealed and super-scribed as above may be sent by courier / registered post addressed to the above mentioned officer.  Tender received after the time and date specified above, shall be rejected.

4. The bids will be opened at 3.30 PM on 13.07.2010. in front of the bidders who wish to be present.

5. Tenderers shall abide by all the details as per enclosed Annexures.

6. The time of completion of all works under this contract shall be 12 Month from date of start of work.

7. The successful Tenderer shall be required to execute an agreement within the time specified in the letter of intent.  The Company reserves the right to reject the tender without assigning any reason.

8. The Tender should accompany of *EMD of Rs. 16700.00 in the form of Demand Draft drawn in favour of BF Unit, KIOCL Limited Panambur, Mangalore. The EMD shall be returned to unsuccessful Bidders within 28 days after deciding the successful Bidder and in case of successful Bidder, the same shall be returned after submission and acceptance of the Security Deposit for this work referred to in Article No. 37 of “General Conditions of Contract” (*Rs. 15700.00 for Registered contractors with the company).
9. SSI Units registered with NSIC under single point Registration Scheme giving documentary evidences will be exempted from EMD for participating in the tender.

10. Apart from EMD a fee of Rs.50/- in the form of DD drawn in favour of BF Unit, KIOCL Limited, Panambur , Mangalore-10 towards tender document fee should be enclosed.


     Thanking you,





Yours faithfully,



For Blast Furnace Unit, KIOCL Limited 



Deputy General Manager (Contracts
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Annexure – I
KIOCL LIMITED

( A Government of India Enterprise)

BLAST FURNACE UNIT

PANAMBUR, MANGALORE - 10.

No: BFU/CON/C/01/07
                                         
         Date: 02.07.2010.

Sub: Civil Maintenance works.
INSTRUCTION TO TENDERERS

1. The Tender should accompany *EMD of Rs. 16700.00 in the form of Demand Draft drawn in favour of BF Unit, KIOCL Limited, Panambur, Mangalore.(* Rs. 15700.00 for Registered contractors with the company).
2. Tender will be received upto 3:00 P.M. on 13.07.2010.
3. Tenderers have to acquaint themselves with the conditions prevailing at site, before submitting the tender (incase of site works).

4. (a) Tenderers shall furnish their quotation only in the form of Bid and “Schedule of quantities” in the column No.6 enclosed to the tender documents, prices should be written both  in  words and  figures.

(b) The tender document duly stamped and signed on each page must be submitted along with the offer documents as a token of acceptance of all the terms and conditions.

(c) No page of the tender document shall be removed or altered and the whole set of tender document given must be submitted after being filled in and signed by the tenderer himself or his authorized signatory.

5. Owner reserves the right to reject any tender or all tenders without assigning any reason.

6. Owner reserves the right to award part of the work or as a whole, as may be considered necessary.

7. Tenders received late are liable for rejection.

8. Tenders submitted without EMD shall not be considered.

9. Conditional tenders will be summarily rejected.

10.  No post – tender negotiations with bidders will be held except in certain exceptional    situations.

TERMS AND CONDITIONS

1.  The work shall generally be governed by KIOCL Limited General Conditions of Contract, which is available for reference in the office of the DGM (Contracts),  BF Unit KIOCL Limited on all working days.

2. The quantities given in the ‘schedule of quantities’ are approximate and may vary. Some of the items may not be executed; no claims by the Contractor on account of variations, omissions & modifications will be entertained.

3. No escalation is admissible on any account whatsoever.
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4. Mode of measurement for the work shall be as per IS -1200 latest edition. Unless otherwise specified for items not covered in IS-1200, CPWD standard shall be adopted.  

5. Rates quoted against schedule of items shall include all materials, labour machinery expense and hire charges, applicable Taxes, Royalties transport, maintenance incidents enabling work etc.  based on the conditions mentioned herein. Unless otherwise specified in the tender schedule the rates for all items will be deemed to include all leads, lifts & descents in the work.

6. The work executed shall be maintained in good condition for a period of Nil Month from the date of completion including repair required if any at Contractor’s cost. If the Contractor fails to fulfill his obligation during the maintenance period the same shall be got done by the owner at contractor's risk and cost.  

Security Deposit

7. (a) Within  15 days of the award of the Contract, Contractor shall deposit with BF Unit, KIOCL Limited an initial Security Deposit of 3% (three percent) of the Contract Value and the same shall be in cash or in any of the following forms.

i)
Demand drafts drawn in favour of BF Unit, KIOCL Limited from any Nationalised / Scheduled Bank.

ii)
Bank Guarantee in prescribed Proforma, executed by a Nationalised Bank / Scheduled Bank.  If the bank guarantee is from a non-Indian Bank, the same shall be got stamped at Bangalore, Karnataka State, India, by the Foreign Banker’s Associates / Subsidiaries or agents in India, in accordance with the laws applicable in State of Karnataka, India .

(b) As and by way of additional security, from every progressive bill of Contractor, Security Deposit at the rate of 7% of the Gross Value of such bill as determined before payment shall be retained by BF Unit, KIOCL Limited or Contractor can submit additional Security Deposit by Bank guarantee.

(c) The Security Deposit shall be refunded after successful completion of work or maintenance period as applicable.

(d) The EMD shall be returned after submission and acceptance of the initial Security Deposit.

(e) In case of failure to commence the work, EMD submitted is forfeited.

8. Any damage to the Company's property caused by the Contractor during the execution/maintenance of work, shall be charged to the Contractor and the amount of damage shall be left to the sole discretion of the Engineer.  

9. Statutory deduction towards all applicable taxes shall be made as per rules.  

10. Royalties if any for materials applicable shall have to be paid by the Contractor and included in the cost of tender.

11. All Safety appliances like Helmet, shoes etc. have to be provided by the Contractor to all his workers and Supervisors at no extra cost of BF Unit, KIOCL Limited, and to all his staff.  None of the workmen without safety appliances shall be allowed to work. The contractor has to consider the cost of safety appliances while quoting the tender. 
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12. Safety requirements : -

a) Contractor and his work force shall follow strictly, all the safety rules given in General Safety rules, specially for contractor and contractor’s labours, a copy of which is kept at our office for reference and instructions given by Engineer-in-charge/ Safety Dept. from time to time in the course of job. 

b) None of contractor’s men shall move out side the specified limit of working place. 

c) All the persons deployed on the job shall use safety helmets and goggles, shoes, safety belts and hand gloves as applicable. Any person found without the safety gadgets shall be removed from the work site. 

d) Contractor shall use only standard and tested lifting tools/ tackles on the job and shall produce relevant test certificate on demand by owner’s Engineer-in-charge/ Safety Dept.

e) Supervisor and employees deployed on job has to undergo training by  BF Unit, KIOCL Limited, BF Unit Safety unit along with contractor, if he has not undergone such training previously.  This training should be undergone before issue of gate pass.

13.

The contractor shall abide by the provisions in the Water consent; Air consent and 
Hazardous management consent applicable to our company.  

14.
The Contractor shall abide with all the provisions contained in Factories Act   

     
1948 and Rules/Regulation/Bylaws/orders made there under.

15.

The Contractor should obtain Insurance Policy to cover the risk of the labours under 
Workmen Compensation Act and should be produced before starting the work.
16.

The Contractor has to make his own arrangement for accommodation, transportation, 
canteen facility on a bulk basis to the Contractor at Non Subsidized Rates will be 
provided 
if requested by the Contractor.

17. 
Time of Completion and Liquidated Damages.  


The entire work under this Contract shall be completed within 12 Month from date 
of start of work. If the Contractor fails to complete the work within the stipulated 
completion time, the contractor shall pay to owner liquidated damages for such default, 
for every day which shall elapse between the date prescribed thereof and the actual 
date completion of the scope of work, the amounts determined on the basis of the 
percentage of the apportioned value of such components as specified herein.


Delay for first 20 days …………………………………… 0.1 % per day


Delay beyond first 20 days ……………………………….  0.15 % per day


Subject to Maximum of 5% of the total Contract Value
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18.
The contractor shall take photo entry pass from CISF for his laborers, if the work order period is more than seven days, without fail.  These photo passes should be taken by the contractor well in advance before taking up the job.  If the work order period is less than seven days, then CISF will issue temporary pass.  No laborers will be allowed to enter plant premises without these entry passes.

19.  The works mentioned at the schedule of quantities are temporary in nature.

20.
Bids shall be valid for a period of THREE MONTH from the due date of submission of the bid.

21. TAXES & DUTIES: This clause shall be applicable not withstanding any other    clause     

       related to taxes and duties mentioned elsewhere in this tender document.

a. The rate quoted shall be inclusive of all taxes applicable for this work except Service tax.

b. The applicable service tax will be reimbursed on production of proof of remittance of Service Tax as per Rule 6(1) of Service Tax Rules for those contractors who do not have Service Tax Registration Number.

c. For contractors who are having Service Tax Registration No. , the Service Tax will be paid extra based on claim of the contractor.  However, the contractor shall produce a copy of half yearly return of Service tax filed at the office of the Superintendent of Central Excise.  The final bill / SD will be released after production of the copy of half yearly return.





Agency name with authorized signature & seal
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TECHNICAL SPECIFICATION AND AMPLIFICATION OF SCHEDULE
1.
EARTH WORK

(a) 
Item No.2 in Section 1 under Annexure A pertains to excavation of trenches, foundations, column footings for pipe laying, cable laying.  The width of the trench does not exceed 1.5 M.  The disposed earth as directed should be leveled and sloped.  

(b) 
General Specification:

i) 
Before commencement of excavation in trenches or over areas, the site shall be cleared off shrubs, bushes and small trees not exceeding in 15 cm in girth measured at 1 M above ground level and of rubbish removed.

ii) 
The contractor shall provide adequate timbering/shoring, if so, indi​cated by the Engineer In-charge.  The timbering should be sufficient strength to resist earth pressure and ensure safety from slips, damage to property or injury to person.

(c)
Tell-tale

Tell-tales or deadmen shall be left in position indicated by the Engineer In-charge at sufficient intervals to permit to carry measure​ments to be taken of the excavation performed.  Such tell-tales shall not be tampered with or removed without prior permission of the Engi​neer In-charge.  In return filling in and ramming excavated spoils into trench, the finest spoil shall be selected and carefully filled with course materials before filling in the fine spoil.        

2.
Concrete

(a)
All concreting works should be done using standard materials like cleaned hard granite aggregate, clear river sand, portland cement in bags and clean water.  All concreting kept mixed and compacted unless otherwise stated for load bearing structures like columns, beams etc. where concreting needs to be mixed in a mixture and compaction has to be done by means of mechanical vibrators.

(b)
All concrete should be mixed on hard waterproof platform.  The volume of concrete mix should be only to the extent of requirement and should be placed in position within 30 minutes of water mixing.  No set concrete shall be mixed with fresh concrete.  

(c)
Shuttering/form work are included in the rates for concreting works.

(d)
Reinforcement shall be measured separately and paid for under separate item in Section for steel work.  

(e) 
All concrete work shall be kept moist, wet with wet gunny bags or by continuous sprinkling of water or covering with hay so that the con​crete can be wet during the hardening period for a period of seven days.

(f) 

In IPS concreting for floors it should be laid in panels in alternate days not 
exceeding 1 Sq.M including providing glass, raft paper in the shrinkage joints. 

3. 
Masonry

(a) 
Size stone masonry is to be built from foundation, plinth, super structure and column etc. including scaffolding, staging in all heights including watering and curing.  All stones shall be sound, durable and free from defects like cavities, glassflawms, sand 
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holes, injurious vains, patches of loose material etc. as far as possible.  Stone shall be uniform colour and structure.  Proper scaffolding shall be provided to allow easy 


approach to every part of the work.  Scaf​folding shall be strong enough to withstand all loads.  Scaffolding holes shall be made good as soon as the scaffolding is removed.

(b)
Laterite stone shall be hard, sound and free from white clay/calcium deposit.  Dressing shall be done with chisel to meet the requirement of one time dressing.

(c) 
Cement mortar shall be mixed thoroughly on hard and impervious plat​form.  All vertical joints in masonry shall be filled and tampered properly.  

(d)  
Curing shall be carried out for seven days.

4. 
Brick Masonry


Brick masonry in cement mortar includes work in foundation plinth and super structure and also including scaffolding and staging at all heights.  Brick should be soaked in water for a period of two hours before use.  Under burnt rain spotted and damaged bricks should be removed from the stack and should not be used.  Brickbats or half bricks should be used only in closes, quoins to the minimum.  While laying the masonry, bricks should be placed with frogs up.  Scaffold​ing holes should be properly plugged with bricks and cement mortar. Brick shall conform to 35 Grade, locally best available one.

5. 
Plastering

(a)  
Before plastering, all the joints should be raked down to a minimum depth of 10 mm.  The surface should be wire brushed to clean of all motor stacking, wetted with water and plastering or pointing shall be done subsequently.  Plastering shall be at all heights and levels including scaffolding, staging and curing for a period of seven days completely.

(b) 
The above workmanship specification apply to the pointing also.  Mortar for plastering or pointing shall be prepared on a watertight clean platform and should be used within 30 minutes after the mix is prepared with water.

6. 
Painting, distempering, snowcem and white/colour washing

(a)
For white washing, shell lime of best quality, boiled in hot water to form a fine paste, sieve to remove cinder and under burnt materials and mixed with robin blue to the required shade.  Gum Arabic shall be mixed at the rate of 10 % by weight.  

(b) 
Preparation of surface: The surface to be white washed should be thoroughly cleaned, brushed for removing the dirt,  cobwebs, smoke, soot and other deleterious materials.  The white wash should be applied with brushes with verti​cal and horizontal strokes to give an even shade.  Second coat of white wash wherever specified shall be applied only after written permission and certification by the Engineer In-charge.  The rate quoted for white wash includes cost of scaffolding, staging etc. for all heights complete.     

(c) 
While applying white wash, care should be taken not to cover the painted and polished areas, wood work, electrical fittings, meter boards etc. and exposed cement works.  The lime water dropping should  be thoroughly cleaned at all places.  

(d) 
For preparing colour wash, the solution paste is similar to white wash (except admixture of robin blue colour as specified above) using lime fast pigments.  

(e) 
In particular shade the total volume of solution required should be prepared at one stage to avoid variance in the shade when applied on the walls.  

(f) 
The contractor shall bring the distemper of approved manufacturer and standard make.  The preparation of surface before applying the distem​per shall be as detailed in Para above.
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(g) 
Cement paint should be of brand Snowcem or Deurocem or Supercem of standard approved make.

(h) 
Cement paint should be prepared in proportion and consistency as specified in the 
manufacturer.  The surface on which cement paint to be applied should be cleaned 
thoroughly wetted with water and cement paint shall be applied in vertical and 
horizontal strokes with hard brushes.  The work should be undertaken on the 
shady 
side of the building.  Cement applied surface shall be cured with water 
spray for a 
minimum period of three days.

(i) 
Before applying the plastic emulsion paint the surface shall be thor​oughly brushed free from dirt, grease motor, dropping and other for​eign materials.  All loose pieces and scales shall be removed by sand papering and the surface shall be cleaned thoroughly.  Where heavy scaling has taken place, the entire surface shall be scrapped by means of steel scrapers so as to remove all accumulated plastic emulsion paint leaving clean surface.  

(j) 

All necessary nails shall be removed, putting in plaster shall be made good with 
Plaster of Paris.  The surface shall thus be rubbed again with fine grey sand paper 
and made smooth.

(k) 
Wherever second coat is applied, the first coat shall be allowed to dry thoroughly.  

(l) 
Enamel Painting: The materials required for the execution of painting works shall be obtained directly from the approved manufacturer and brought to the site in makers drum etc. with seals unbroken.  All materials actually not in use shall be kept properly protected.  Lids of the containers shall be kept closed and the surfaces of paint are open or partially open and the containers cover shall be mixed with a thin layer of turpentine to prevent formation of skin.  Materials, which have become stalls or fat due to improper and long storage, shall not be used.  The paint shall be stirred thoroughly in containers before pouring into small containers.  While applying also the paint shall continuously stirred in the small containers.  

(m)  
No left over paint shall be put back into stock tins.  When not in use the container 
shall be kept close.  The surface to be painted shall be thoroughly cleaned and 
dusted all rust, dirt, smoke and grease shall be thoroughly removed before painted 
is started.  No painting on exterior or other exposed parts of the work shall be 
carried out in wet, humid or otherwise unfavorable weather and all the surfaces 
must be thoroughly dried before painting works are started.  The brushing 
operations are to be adjusted to the applying capacity advised by the manufacturer 
of the particular paint.  The crossing and laying con​sists of covering the area over 
the paint, brushing surfaces hard for the first time over and brushing alternatively in 
opposite direction two or three times and then finally brushing little in a direction at 
right angles to the same.  In this process no brush mark shall be left after laying of 
the finished coat.  Each coat of painting shall be allowed to dry completely and 
lightly rubbed. Brushes, sand papers and loose particles brushed of before next 
coat is applied.  Each coat shall be got approved from Engineer in Charge before 
next coat is started.  No hair marks from the brush or clogging of paint puddles in 
the corner of panels angle of mouldings shall be left on the work.  

In painting doors and windows, the putty round the glass pane shall also be painted. But care shall be taken to see that no paint strain on glass.  Top of the shutters and surface in similar hidden location shall not be left out in painting.

7.  
Labour supply consists of skilled labourers like mason, carpenter, plumber, painter, welder and chippers etc.  Only qualified and well-experienced skilled workers shall only be supplied on manday basis.  
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SOW/CIVI AMC 2010-11

SPECIAL CONDITIONS 

1.0
These special conditions of contract and other contract documents are complimentary to and shall be read in conjunction with each other.  Provisions in these Special Conditions of the Contract shall be deemed to take precedence over General Conditions of the Contract and other documents, wherever at variance.

1.1 SCOPE OF WORK: Scope of work in this Contract broadly covers the following:

(a)    
Annexure “A” - Miscellaneous type of civil maintenance works, repairs, newly proposed floorings, laterite/stone/brick walls, foundations, earth work, PCC/RCC, plastering, joinery, roof works and aluminum works etc.

Water supply, sanitary and plumbing works (both maintenance and connected new works of pipeline, jointing etc.).

            Emergency white washing /colour washing and paintings etc., and towards 
unforeseen 
works.

(b)       Annexure “B” - Supply of building/construction materials and hardware etc

(c)       Annexure “C” - Supply of labour like mason, chippers, carpenters, mazdoors, plumbers, painters, and tree cutters on as required basis throughout the period of contract.  

Note: (i) Periodical services like white/color washing, distempering, snowcem and painting of door/window/ ventilators etc. are not covered under scope of work of this tender.  However, in contingencies, small amount of work of this nature shall be ordered on contractor during currency of contract.

(ii)
Based on the rates indicated in pre-priced schedule of work for  Annexure ‘A’ & ‘B’ ,  the respective total estimated amount for a period of one year is as follows:

(a) Annexure ‘A’ (Works mentioned in 1.1 (a) above  - 3,00,000.00

                  (b) Annexure ‘B’ (as per 1.1 (b) above)                        -    10,000.00

The price bids will be evaluated by multiplying the percentages quoted by the 
bidders in ‘Form of  bid’ 
for Annexure ‘A’ & ‘B’ to the respective estimated 
amounts mentioned above and by  adding in the total amount arrived as per  
Annexure ‘C 
‘ (labour supply).

1.2

The Contractor shall carry out and complete the works within the area of work in 
every respect in accordance with this Contract and with the directions and to the 
satisfaction of the Owner.  The works shall be carried out by the Contractor as and 
when ordered by the Owner on the basis of specific Job orders.  Contractor shall 
not take any work without the written instructions of DGM (contracts) or his 
authorised Officer.  The Owner in his absolute discretion, from time to time may 
issue drawings and or written instructions which are hereafter collectively referred 
to as "Owner's Instructions" in regard to:

(a)
The design, quality, quantity of works or the additions, omissions or substitution of any work 

(b)
Any discrepancy in the drawing or between the Schedule of quantities and/or drawings and/or   specifications.

(c)
The removal from the site of any materials brought thereon by the Contractor and the substitution of any other material thereof.
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(d)
The dismissal from the work of any person employed thereupon.

(e)
The removal and or re-execution of any works executed by the Contractor.

(f)
The opening up for the inspection of any work covered up.

(g)
The amending and making good of any defects found during and after execution within the defects liability period, which shall be reckoned as 30 days from the completion of each Job order and two months from the final completion of contract.

The Contractor shall forthwith comply with and fully execute any work comprised in such Owner's instructions provided always that verbal instructions, directions and explanations given to the Contractors or his representatives upon the works by the Owner shall, if involving a variation, be confirmed in writing by the Contractor within 3 days, and if not dissented from in writing shall be deemed to be Owner's Instructions within the Scope of Contract.

1.3      The Contractor shall guarantee that all materials and workmanship shall be in accordance with the standard specification/CPWD/PWD specification/latest Indian Standard Specification.

1.4      Water and Electricity as available may be supplied by the Owner at the location(s) as and when available.  The Contractor shall make his own arrangement for distribution line to the place of working at his own cost.  Supply of water and electricity cannot be guaranteed by KIOCL Ltd. and no claim on these accounts will be acceptable by Owner.

1.5
The Contractor shall abide by the Security regulations promulgated from time to time.  The workmen shall confine themselves to the area of work allotted.  Works in electrical substation etc. shall be under taken with specific permit and shut down arrangements.  Any delay and stoppage of work due to non-observance of security rules shall not entitle the Contractor for any claims or compensation arising hereof from KIOCL Ltd.

1.6
Contractor shall provide necessary safety appliances like safety helmet, safety shoes, etc with ISI specifications to the workers and shall abide by safety rules applicable in factory premises.
1.7
The Contractor shall abide by Contract Labour Regulation and Abolition Act and Minimum Wages Act.

1.8

The Contractor shall submit the daily labour report in prescribed format.  The 
Contractor shall also maintain the labour payment record, which should be made 
available for inspection as and when required.

1.9
The Contractor shall clear all materials and debris arising out of his scope of work and leave the area clean after completion of each job.

1.10
Cement 
(a) 
Cement required for the work to an extent of 105% of the theoretical consumption shall be issued by the department at KIOCL  Ltd. Central Stores/Ware House, Panambur on free of cost.

(b) 
Transportation, loading and unloading etc. from KIOCL Ltd. Central Stores/Ware House, Mangalore to various work spots should be done by the Contractor at his own cost.  Surplus cement, if any, over the theoretical consumption + 5% wastage shall be returned by the Contractor to KIOCL Ltd's Central Stores at his own cost.

(c) 
Cement issued by the Department shall only be used in the works and no cement shall be brought from any other source without the permission of the Department. 

(d) 
Cement will be issued to the Contractor only after construction of Stores shed and proper watch  and ward arrangements. 
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(e) 
For purpose of accounting cement issued, norms specified in CPWD latest edition shall be adopted.  The Contractor at his own cost should arrange to return the surplus cement i.e. in excess of the theoretical consumption plus 5% wastage.

(f) 
For surplus cement not returned to KIOCL Ltd's Central Stores/Ware House, Mangalore, Contractor shall be charged at the actual cost at site plus 100%.

1.11 
Works carried out by the Contractor will be measured as and when they are completed.  Payments for the completed work under each Job orders shall be made normally once in every fifteen days.  It is Contractor’s responsibility to submit the bill of work carried out by him during the period.  However, no claim whatsoever will be entertained in case of delay in payment.

1.12
The period of contract shall be ONE YEAR.  Each job ordered, under this contract, shall be executed within the time limit specified in the Job ordered.

1.13 
The Contractor shall have sufficient stockpile of materials to take jobs of emergent nature  

            ordered by the department on urgent basis.

1.14  The Security Deposit will be released after the completion of final defects liability              period/Maintenance period
1.15
Contractor shall undertake all such jobs which are ordered during the currency of Contract but  

            whose physical completion may spill over beyond contract period.

1.16
If the Contractor fails to complete the job within the stipulated time, KIOCL Ltd. shall be at liberty (after giving a notice of seven days) to get the job done through any other agency at the risk and cost of the Contractor.  This is applicable for normal jobs.  In the case of emergent jobs, if the Contractor fails to make immediate arrangements as requested by the department, the department is free to engage the required skilled/unskilled labour and materials to get the work done and the differential cost will be recovered from the Contractor.

1.17
TESTING CHARGES: If any tests are required to be carried out in connection with 
the execution of the work, the same would be arranged and got done by the 
WNER.  The cost of such tests shall be borne by the Owner.  However, the cost of 
such tests whose results are not in conformity with the specifications, shall be 
borne by the Contractor.

1.18
EXTRA WORKS

a)
The rates for extra works shall be determined as set forth hereinafter in consultation with Owner. If the rates for extra work are not specifically provided for in the contract, the rates will be derived by Engineer from the rates of similar items/clauses for works as are specified in the Contract. The decision of Engineer in this regard shall be final and binding on and conclusive to parties. In the absence of similar items of work, the rate for extra work/item shall be established by Engineer on the basis of inputs and its cost as determined by Engineer, plus 15% towards contractor’s overheads, profits etc. 

           The items/materials for maintenance works which are not in stock shall be 
procured by the contractor and payment shall be made on actual cost plus 15% for 
overheads and contractors profit on production of invoices and certification by 
Engineer-in-charge.
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1.19   TAXES & DUTIES: This clause shall be applicable not withstanding any other 
clause related to taxes & duties mentioned elsewhere in this tender document:

(a) This contract is deemed to be a works contract. The rate quoted shall be 
inclusive of all taxes applicable for this work except Service Tax.

(b)The applicable service tax will be reimbursed on production of proof of remittance of Service Tax as per Rule 6(1) of Service Tax Rules for those contractors who do not have Service Tax Registration number.
(c) For contractors who are having Service Tax registration no., the Service tax will be paid extra based on claim of the contractor. However, the contractor shall produce a copy of half yearly return of Service tax filed at the office of the Superintendent of Central Excise. The final bill/SD will be released after production of the copy of half yearly return.

1.20
ADDITIONAL CONDITION

,

Any of the additional terms and conditions agreed upon between the Owner and the Contractor shall also form part of this agreement.
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FORM OF BID

(To be filled in by the Tenderer)

The DGM (Contracts)

BFU, KIOCL LTD.

Panambur

Mangalore –575010

Dear Sir,

Having examined and perused-

1. Instructions to tenderers and terms and conditions (Annexure – I).

2. Pre priced Schedule (Annexure – A & B )and  Schedule of quantities (Annexure C) 

            3. Technical specification and amplification of schedule and Special conditions

I / We agree to perform such services and execute such works upon the terms and conditions contained or referred to in the aforesaid documents and upon the  terms and conditions hereinafter contained as may be amended during the contract period of 12 months from the date of acceptance of this tender submitted by me / us at the rates contained in the aforesaid Schedule of works and rates enclosed subject to the percentage quoted by me / us herein after:-

1) To all the items in the Pre Priced Schedule  (Annexure-A) which is enclosed




* Add ______% (………………………….) thereto


* Deduction________% (…………………) thereto

2) To all the items in the Schedule (Annexure-B)  which is enclosed




* Add ______% (………………………….) thereto


* Deduction________% (…………………) thereto

I / We hereby distinctly and expressly declare and acknowledge that before the submission of may tender, I have carefully followed the General Instructions and clearly understood all the conditions of contract.  I have also seen the locations where the said works are to be carried out and made such investigations of the works carried out, in regard to the materials required to be furnished, as to enable me to complete the work successfully.

I / We enclose herewith Demand Draft No.   …………..dt……………. for Rs. ……….(Rupees………………………………………..)  duly certified as good for payment as earnest money not to bear interest.  Should this tender be accepted, I hereby agree to abide by and fulfill all the terms and conditions annexured hereto.  If I / We fail to commence the work specified in the above Memorandum, I / We agree with that my earnest money shall stand forfeited absolutely to the Owner, otherwise, the earnest money shall be retained in the above Memorandum.  I / We also agree to the balance retention money being deducted from my bills in accordance with the conditions of contract.
I agree to keep the offer open for three months from the date of opening of tender.  I / We am / are, Sir, 
* Contractor to insert here rate percent both in figure and words.  If no percentage over / below item of rate offered ‘Nil’ should be inserted.

Yours faithfully,

Signature :

Address:
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     With a request to exhibit   	on the Notice Board








